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Design by Carla Baratelli
B I G  L I N E

4000 K RGB DWS

Tubo luminoso a luce diffusa e omogenea progettato 
per ambienti interni

▪ Applicazioni: corridoi

▪ Ambientazioni: uffici, centri commerciali, centri 
benessere, hotel, bar, ristoranti, 
discoteche, pub, sale conferenze

▪ Installazioni: su superficie - a sospensione

▪ Materiali: alluminio - PMMA

▪ Finiture: opale

▪ Sorgente LED: media potenza

▪ Ottiche: schermo opale

▪ Efficienza LED:  170 lm/W

▪ Funzionamento: accensione on-off e dimmerabile

▪ Caratteristiche: luce diffusa costante e uniforme o 
effetti di luce dinamica

▪ Alimentazione: tensione costante 24 Vdc

Light tube emitting a diffused and uniform light for 
indoor applications
▪ Applications: corridors

▪ Settings: offices, shopping centers, wellness 
centers, hotels, bars, restaurants, 
disco, pub, conference halls

▪ Installation: surface mounted - suspended

▪ Materials: aluminium - PMMA

▪ Finishes: opal

▪ LED Light source: medium power

▪ Optics: opal diffuser

▪ LED efficiency: 170 lm/W

▪ Functions: on-off, dimmable

▪ Features: constant and uniform diffused light 
or dynamic light effect

▪ Power supply: 24 Vdc constant voltage

Colori LED / LED Colours

Caratteristiche / Features
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148 B I G  L I N E

0°C
40°C

170
lm/W

BIG LINE S MID POWER LED 24 Vdc MONOCROMATICO / MONOCHROMATIC example BLI.02.D40P1.0

revisione
release

.0

ottiche
optics

.D schermo opale
opal screen

colori LED
LED colours

40 neutral
white

4000 K

finiture
finishes

P1 PMMA

BIG LINE W MID POWER LED 24 Vdc MONOCROMATICO / MONOCHROMATIC example BLI.05.D40P1.0

revisione
release

.0

ottiche
optics

.D schermo opale
opal screen

colori LED
LED colours

40 neutral
white

4000 K

finiture
finishes

P1 PMMA

passo
pitch
[mm + in]

lunghezza
length
[mm + in]

potenza
power
[W]

codice
code

5 mm
0,196"

1030 (40,551") 35 BLI.01

1530 (60,236") 53 BLI.02

2030 (79,921") 70 BLI.03

passo
pitch
[mm + in]

lunghezza
length
[mm + in]

potenza
power
[W]

codice
code

5 mm
0,196"

1030 (40,551") 35 BLI.04

1530 (60,236") 53 BLI.05

2030 (79,921") 70 BLI.06

Note / Notes
Alimentazione a tensione costante 24 Vdc dimmerabile, collegamento in parallelo / 24 Vdc constant voltage supply dimmable, parallel connection

Riferimenti pagina / Page references

Accessori / accessories pag. 174
Alimentatori / power supply units pag. 186
Elettronica / electronics pag. 192
Schemi di collegamento / connection diagrams pag. 200 - C1/I1



Entertainment Center - Accra, Ghana
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0°C
40°C

BIG LINE W SIGNAL LED 24 Vdc RGB example BLI.14.D90P1.0

revisione
release

.0

ottiche
optics

.D schermo opale
opal screen

colori LED
LED colours

90 RGB

finiture
finishes

P1 PMMA

BIG LINE S SIGNAL LED 24 Vdc RGB

BIG LINE S MID POWER LED 24 Vdc DWS

example BLI.07.D90P1.0

example BLI.10.D98P1.0

revisione
release

.0

revisione
release

.0

ottiche
optics

.D schermo opale
opal screen

ottiche
optics

.D schermo opale
opal screen

colori LED
LED colours

90 RGB

colori LED
LED colours

98 DWS 2700 K
÷

4000 K

finiture
finishes

P1 PMMA

finiture
finishes

P1 PMMA

passo
pitch
[mm + in]

lunghezza
length
[mm + in]

potenza
power
[W]

codice
code

20 mm
0,787"

1030 (40,551") 15 BLI.07

1530 (60,236") 23 BLI.08

2030 (79,921") 30 BLI.09

passo
pitch
[mm + in]

lunghezza
length
[mm + in]

potenza
power
[W]

codice
code

25 mm
0,984"

1030 (40,551") 42 BLI.10

1530 (60,236") 64 BLI.11

2030 (79,921") 82 BLI.12

passo
pitch
[mm + in]

lunghezza
length
[mm + in]

potenza
power
[W]

codice
code

20 mm
0,787"

1030 (40,551") 15 BLI.13

1530 (60,236") 23 BLI.14

2030 (79,921") 30 BLI.15

Note / Notes
Alimentazione a tensione costante 24 Vdc dimmerabile, collegamento in parallelo / 24 Vdc constant voltage supply dimmable, parallel connection

Riferimenti pagina / Page references

Accessori / accessories pag. 174
Alimentatori / power supply units pag. 186
Elettronica / electronics pag. 192
Schemi di collegamento / connection diagrams pag. 200 - H1/J1



Costa Crociere Contact Center - Genova, Italy
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OK

B I G  L I N E

RGB DWS4000 K

PMMA opalino
Opal PMMA 

SCHEDA TECNICASCHEDA TECNICA
Corpo cilindro in PMMA diametro 120 mm

Dissipatore lega in aluminio ANTICORODAL UNI 6060

Ottica schermo opale

Tappi terminali policarbonato satinato opale

Viteria acciaio inox

Guarnizioni gomma siliconica trasparente

Installazione parete o soffitto: tramite molle in policarbonato - sospensione: tramite kit di sospensione

Cavi di alimentazione vedi tabella pag. 196

Sorgenti installabili mid Power LED monocromaticimid Power LED monocromatici (passo 5 mm) - Signal Power LED RGBSignal Power LED RGB (passo 20 mm)

mid Power LED DWSmid Power LED DWS (passo 25 mm)

Alimentazione tensione costante 24 Vdc (±5%)

Potenza assorbita per metro monocromatico:monocromatico: 35 W - RGB:RGB: 15 W - DWS:DWS: 42 W

Efficienza luminosa 170 lm/W

CRI Ra > 80

Selezione cromatica 3-step MacAdam

Montaggio consigliato da superficie (parete, soffitto) - sospensione (soffitto)

Temperatura di funzionamento 0°C ÷ 40°C

Peso per metro 1800 g/m

Grado di protezione IP40, IK03

Marchi CE

Normativa prodotti in conformità alle vigenti norme EN 60598-1; EN 60598-2 e sue parti

TECHNICAL INFORMATIONTECHNICAL INFORMATION
Body cylinder in PMMA diameter 120 mm (4,724")

Dissipator ANTICORODAL aluminium alloy UNI 6060

Optics opal screen

End caps opal satin polycarbonate

Screws stainless steel

Gaskets transparent neoprene rubber

Installation wall or ceiling: polycarbonate fixing clips - suspension: suspension kit

Power supply cables see table page 196

Available light sources monochromatic mid Power LEDmonochromatic mid Power LED (pitch 5 mm m - 0,196") - Signal Power LED RGBSignal Power LED RGB (pitch 20 mm m - 0,787")

mid Power LED DWSmid Power LED DWS (pitch 25 mm - 0,984")

Power supply 24 Vdc constant voltage (±5%)

Power consumption per meter monochromatic:monochromatic: 35 W - RGB:RGB: 15 W - DWS:DWS: 42 W

Luminous efficiency 170 lm/W

CRI Ra > 80

Chromatic selection MacAdam 3-step

Recommended installation surface mounted (wall, ceiling) - suspended (ceiling)

Working temperature 0°C ÷ 40°C

Weight per meter 1800 g/m

Protection degree IP40, IK03

Markings CE

Norms products comply with norms EN 60598-1; EN 60598-2 and its parts

Importante / Remarks:
La temperatura del metallo in prossimità del LED non deve superare il valore di 90°C
The metal’s temperature near the LED should not exceed 90°C (194°F)

Finiture
Finishes

Montaggio consigliato
Recommended installation

Colori LED
LED Colours
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BIG LINE W BIG LINE S

B I G  L I N E

Dettaglio fissaggio parete
Wall fixing detail
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DISEGNI TECNICI / TECHNICAL DRAWINGS Dimensioni in mm (in) / Dimensions in mm (in)





Simone Palma Hairstylist - Varese, Italy


